
DATA SHEET

HIGH POWER / LOUDSPEAKERS / ACTIVE

FPRO-38015A
ACTIVE HIGH-POWER LOUDSPEAKER.

Great power and sound quality.

Robust structure and high quality components

Built-in amplifier

Carrying handles, suspension points and hole in base for 35 mm tube

ESPECIALLY RECOMMENDED IN:

All sectors
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DESCRIPTION

High power autoamplified loudspeaker, FPRO series, reinforced wood case.

Great sound quality.

TECHNICAL CHARACTERISTICS

Autoamplified loudspeaker in reinforced wood.

Textured paint finish.

Protective front metal grille.

Carrying handles and suspension points.

Hole in the base for 35 mm tube.

FEATURES

700 W maximum, 350 W RMS
AMPLIFIER

Temperature, surge and overcurrent
PROTECTION

1 x 15" woofer: 65 mm coil and 140 mm ferrite magnet

1 compression driver: 1" diaphragm, 25.4 mm coil and ferrite magnetLOUDSPEAKERS

55-20,000 Hz ±3 dB
RESPONSE

1 balanced line XLR 700 mV

1 balanced mic., 6.3 mm jackINPUTS

1 balanced line, XLR
OUTPUTS

Power, signal/limiter and protection
INDICATORS

Active, 2 way

Crossover frequency 2,000 HzCROSSOVER

Diffuser: 90º H x 60º V
DISPERSION

Master volume

Mic. volume

Tones: bass and treble

CONTROLS
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14 M8 point
SUSPENSION POINTS

Black
COLOUR

230/115 V AC, 850 W
POWER SUPPLY

430 x 680 x 470 mm depth
DIMENSIONS

26.1 kg
WEIGHT
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