
SUBWOOFER CEILING LOUDSPEAKER WITH 100 V LINE 
TRANSFORMER AND LOW IMPEDANCE

DESCRIPTION
Subwoofer ceiling loudspeaker with 100 V line transformer and low impedance, metal case and round grille.
Bass reflex radiation system for bass reinforcement in 100 V line installations.

SPECIFICATIONS

FREQUENCY RESPONSE

EN

WARRANTY

This product has been tested and has passed the corresponding quality control prior to being put on the market.
FONESTAR guarantees the suitability of the product for its specified use during a period of 2 years from the delivery date and commits itself to repair or substitute the goods as
expressed in the Spanish law ‘La Ley General para la Defensa de los Consumidores y Usuarios, Real Decreto Legislativo 1/2007 16 Noviembre.
The lack of conformity in the first six months after purchase, due to a manufacturing defect, will be rectified with no more than showing the proof of purchase. After six months
FONESTAR reserves the right to demand proof of the product being sold with that problem.
This warranty does not include damage produced by: inappropriate use or negligence, accidents, worn out parts due to use, breakages, burns, spilt liquids or other substances,
excessive humidity, battery deterioration and internal manipulation of the device, the software or its components by unauthorized persons, and in general any use that is unrelated to
the nature and purpose of the product.
If any service is needed during the warranty period because of lack of conformity, please contact the business or distributor where the product was purchased in no more than 2
months after being conscious of the problem. It is only necessary to contact FONESTAR if it is impossible or imposes an undue burden for them to solve it.
To benefit from this warranty it is necessary to show the proof of purchase with the date clearly visible, with no corrections or crossing out.
This document adds information, and never decreases the consumers’ rights, which in all cases are protected by the Spanish law ‘La Ley General para la Defensa de los
Consumidores y Usuarios, Real Decreto Legislativo 1/2007 16 Noviembre’.

CHARACTERISTICS Subwoofer ceiling speaker with 100 V line transformer and low impedance.
Bass reflex radiation system.
Bass reinforcement in 100 V line installations.
Steel casing and round grille.

POWER 90 W maximum, 60 W RMS

SPEAKER 1 x 8” woofer  

RESPONSE 40-170 Hz

IMPEDANCE High Z 100 V line:
166 Ω (60 W), 333 Ω (30 W)
666 Ω (15 W)
Low Z: 8 Ω

SENSITIVITY 86 dB at 1 W/1 m

SUSPENSION POINTS 4 points to hang from ceiling

MATERIAL ABS with steel grille and case and ceramic connectors

COLOUR White

DIMENSIONS 350 mm Ø  x 320 mm depth

CEILING HOLE 309 mm Ø

ACCESSORIES Chain for hanging

Quick installation system with 5 hooks


